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Description: 
TILE SEAL PLUS, a gloss sealant, is a water-based, 100% acrylic, self 
cross-linking, nano-polymer emulsion specifically developed for surfaces 
including driveways, sidewalks, patios, clay pavers, overlays, decorative 
concrete and garage floors. It is designed for both exterior and interior use.   
 
Advantages: 
TILE SEAL PLUS provides a unique combination of properties for a wide 
range of horizontal and vertical surfaces. TILE SEAL PLUS has excellent 
blush resistance, has great exterior durability, and adheres well leading to 
long lasting, attractive surfaces. It also provides good chemical and 
efflorescence resistance and enriches appearance by resisting discoloration 
from dirt and spills. TILE SEAL PLUS does not yellow and enhances the 
color of the substrate when applied in 2 coats. Good early water resistance 
and quick drying time provide for faster application. 
 
Benefits: 
TILE SEAL PLUS penetrates surface pores up to 3-5 mm and allows the 
material to “breathe”, permitting water to rise to the surface without the 
soluble salts, virtually eliminating efflorescence. The re-absorption of water 
is prevented thereby minimizing tile weathering and the growth of algae, 
mold and fungus. 
 
Application: 
One Litre of working solution provides coverage for 317 sq ft (First Coat 
Application) 
 
 
 
 
Consult your CHEM CLEAN Specialist for specific use directions. 

TILE SEAL PLUS  
INDOOR / OUTDOOR SEALANT 



GENERAL USE DIRECTIONS: 
 

* Dampen surface with water before applying TILE SEAL PLUS solution.  
* Apply using either sponge or microfiber mop.  
* For a Higher Gloss on Indoor Surfaces, evenly apply multiple coats of FP-2 Indoor Floor  
   Polish as desired ensuring proper drying between each coat application  
* For a Higher Gloss on Outdoor Surfaces, evenly apply multiple coats of TILE SEAL PLUS     
as desired 
 
N.B.  
1. Always test working solution on a small area of the surface. 
2. Lightly dampen surface prior to application of TILE SEAL PLUS. 
3. For vertical surfaces, avoid run-down or overlapping. Start at top and work down. 
 
 

v KEEP OUT OF REACH OF CHILDREN. 
v DO NOT MIX WITH ANYTHING BUT WATER. 
v STORE IN A TIGHTLY CLOSED CONTAINER. 
v DO NOT REUSE CONTAINER. 

 
ACTIVE INGREDIENTS: 
Nano-polymer Emulsion 
 
CAUTION: 
May cause irritation with prolonged skin contact. Harmful if swallowed. Protect skin, eyes and 
mucous membranes from contact with this product and solutions of it. Wear rubber gloves. 
 
FIRST AID: 
EXTERNAL: Immediately flush skin with plenty of cool running water for at least 15 
minutes. Immediately remove contaminated clothing and wash before reuse. 
EYES: Immediately flush with plenty of running water. Remove contact lenses, if applicable. 
Continue flushing for at least 15 minutes. 
INTERNAL: If swallowed consult a Physician. DO NOT induce vomiting. Do not give 
Carbonates or Bicarbonates. Rinse mouth. Immediately drink a large quantity of raw egg, milk 
or milk of magnesia then drink large quantities of water. Never give anything by mouth to an 
unconscious person. GET MEDICAL ATTENTION IMMEDIATELY. 

 
 
 
 
 
 

MANUFACTURED IN TRINIDAD & TOBAGO BY: 
CHEM CLEAN LIMITED 

1, TRINCITY DRIVE 
TRINCITY INDUSTRIAL ESTATE 

TEL: (868) 223-2436 FAX (868) 223-2436 ext 37 
E-mail: sales@chemcleantt.com  
Website: www.chemcleantt.com  


